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(a) Steam supply and hoses. (1) Prior
to supplying a vessel with steam from
a source outside the vessel, the em-
ployer shall ascertain from responsible
vessel’s representatives, having knowl-
edge of the condition of the plant, the
safe working pressure of the vessel’s
steam system. The employer shall in-
stall a pressure gauge and a relief valve
of proper size and capacity at the point
where the temporary steam hose joins
the vessel’s steam piping system or
systems. The relief valve shall be set
and capable of relieving at a pressure
not exceeding the safe working pres-
sure of the vessel’s system in its
present condition, and there shall be no
means of isolating the relief valve from
the system which it protects. The pres-
sure gauge and relief valve shall be lo-
cated so as to be visible and readily ac-
cessible.

(2) Steam hose and fittings shall have
a safety factor of not less than five (b).

(3) When steam hose is hung in a
bight or bights, the weight shall be re-
lieved by appropriate lines. The hose
shall be protected against chafing.

(4) Steam hose shall be protected
from damage and hose and temporary
piping shall be so shielded where pass-
ing through normal work areas as to
prevent accidental contact by employ-
ees.

(b) Electric power. (1) When the vessel
is supplied with electric power from a
source outside the vessel, the following
precautions shall be taken prior to en-
ergizing the vessel’s circuits:

(i) If in dry dock, the vessel shall be
adequately grounded.

(ii) The employer shall ascertain
from responsible vessel’s representa-
tives, having knowledge of the condi-
tion of the vessel’s electrical system,
that all circuits to be energized are in
a safe condition.

(iii) All circuits to be energized shall
be equipped with overcurrent protec-
tion of capacity not exceeding the
rated current carrying capacity of the
cord used.

(c) Infrared electrical heat lamps. (1)
All infrared electrical heat lamps shall
be equipped with guards that surround
the lamps with the exception of the
face, to minimize accidental contact
with the lamps.
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§1915.96

§1915.94 Work in confined or isolated
spaces.

The provisions of this section shall
apply to ship repairing, shipbuilding
and shipbreaking. When any work is
performed in a confined space, except
as provided in §1915.51(c)(3), or when an
employee is working alone in an iso-
lated location, frequent checks shall be
made to ensure the safety of the em-
ployees.

§1915.95 Ship repairing and ship-
building work on or in the vicinity
of radar and radio.

The provisions of this section shall
apply to ship repairing and ship-
building.

(a) No employees other than radar or
radio repairmen shall be permitted to
work on masts, king posts or other
aloft areas unless the radar and radio
are secured or otherwise made incapa-
ble of radiation. In either event, the
radio and radar shall be appropriately
tagged.

(b) Testing of radar or radio shall not
be done until the employer can sched-
ule such tests at a time when no work
is in progress aloft or personnel can be
cleared from the danger area according
to minimum safe distances established
for and based on the type, model, and
power of the equipment.

[47 FR 16986, Apr. 20, 1982, as amended at 49
FR 18295, Apr. 30, 1984; 54 FR 24334, June 7,
1989]

§1915.96 Work in or on lifeboats.

The provisions of this section shall
apply to ship repairing, shipbuilding,
and shipbreaking except that para-
graph (b) of this section applies to ship
repairing and shipbuilding only.

(a) Before employees are permitted
to work in or on a lifeboat, either
stowed or in a suspended position, the
employer shall ensure that the boat is
secured independently of the releasing
gear to prevent the boat from falling
due to accidental tripping of the re-
leasing gear and movement of the
davits or capsizing of a boat in chocks.

(b) Employees shall not be permitted
to remain in boats while the boats are
being hoisted into final stowed posi-
tion.
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